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 P2 £#4 LIFTING BAR

É"ø STRAND
 P1 #5

3" FIELD BEND 
BELOW TOP MAT (TYP.)

R= 3Â" MIN.
1"ø GALV. ASTM A-307
LEVELING BOLT W/ COIL
LOOP CONCRETE INSERT, (TW0
LOCATIONS PER PANEL END)

GROUT PAD, PLACE 
AFTER PANEL IS SET 
TO CORRECT GRADE

CLOSED-CELL FOAM 
SECURE W/ADHESIVE,
AND SHALL MATCH
THE COLOR OF CONCRETE

¾" NOMINAL, ADJUST 
FOR EXCESS 
GIRDER CAMBER
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ASEE DETAIL

DETAIL B

DETAIL D

DETAIL A
NOTE:

   THE FIRST INSERT SHALL BE PLACED WITHIN 2'-0"
   OF THE END DIAPHRAGMS.
   FOR INSERT LOCATIONS, SEE "UTILITIES HANGER DETAILS" SHEET.
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SEE DETAIL D

SEE DETAIL B

BAR LIST
MARK # BAR SIZE BEND TYPE

ALL REINFORCEMENT SHALL BE AASHTO M31, GR. 60.

P2

P1 5

P3 4 AS SHOWN

AS SHOWN

STRAIGHT

£ = EPOXY COATED

4 £

P4 4 STRAIGHT

*  VARIES

*

É"ø BACKER ROD

 P2 £#4 LIFTING
BAR (TYP.)

LEVELING BOLT & CONCRETE INSERT (TYP.)
(ADJUST LOCATIONS FOR SKEW END PANELS)

 P4 #4 BOT. (TYP.)

NOTES:
1. CONCRETE IN THE PRESTRESSED PRECAST DECK PANELS SHALL
  BE CLASS 5000.
  THE CONCRETE SHALL ATTAIN A MINIMUM COMPRESSIVE STRENGTH OF
  4000 PSI BEFORE RELEASING THE PRETENSIONING STRANDS.

2. THE PRETENSION STRANDS SHALL BE 7 WIRE É"ø (As = 0.085 IN²)
   LOW RELAXATION STRANDS (AASHTO M203 GRADE 270)
   THE JACKING FORCE SHALL BE 17.4 KIP PER STRAND.

3. GROUT BED FOR PRESTRESSED PRECAST DECK PANELS SHALL CONFORM
   TO THE SPECIAL PROVISIONS.

4. LOOSEN THE LEVELING BOLT BY TWO TURN AFTER THE GROUT HAS REACHED
   THE DESIGN STRENGTH PER STANDARD SPECIFICATION.

5. FOR SKEW END PANELS, ADJUST THE LEVELING BOLT LOCATIONS LONGITUDINALLY
   ALONG THE ¢ OF GIRDER, SUCH THAT EACH PANEL WILL HAVE 4 BOLTS AFTER
   THE SAWCUT.

PLAN VIEW ~ PRESTRESSED PANEL

ELEVATION ~ PRESTRESSED PANEL
(DIMENSIONS SHOWN NORMAL TO ¢ TUB GIRDER)

TYPICAL SECTION - PRESTRESSED PANEL
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 P1 #5

 P2 £#4
LIFT BAR

TOP SURFACE SHALL BE CLEAN, FREE OF LAITANCE AND
INTENTIONALLY ROUGHENED TO A FULL AMPLITUDE OF ¼"
(RAKED IN THE DIRECTION PARALLEL TO THE STRANDS)
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É"ø STRAND 18 SPA. @ 5" = 7'-6"
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 P3 #4 x 2'-6" BEND 
IN FIELD TO FIT

GRINNELL UNIVERSAL INSERT FIG. 282,
UNISTRUT M 26 SPOT CONCRETE INSERT,
DAYTON-RICHMOND IASM, OR APPROVED EQUAL.  
SPACE AT 6'-0" MAX. LONGITUDINALLY (TYP.)
INSERT SHALL BE INSTALLED LEVEL LONGITUDINALLY
AND TRANSVERSELY FOR THE FINAL ERECTED
POSITION. PLACE INSERT TO PROVIDE FOR
TRANSVERSE ADJUSTMENT OF HANGER RODS.


